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GOODALL® N2918 Black Thermofl ex Steam Hose

Applications:  Developed specifi cally for use in petrochemical and 
  chemical refi neries
Tube:   Smooth, seamless extruded EPDM
Reinforcement:   Multiple high-tensile, brass-plated steel wire braids 
  provide excellent corrosion resistance and enhanced 
  adhesion
Cover:   Black EPDM; Pin-pricked to resist cover blistering
Temperature Ranges: -40˚F to 450˚F
Working Pressure:  250 psi, Minimum Burst Pressure 10:1
Available Sizes:   1/2” through 3”

Steam Hose

GOODALL® N2861 Super Inferno Steam Hose

Advantages:   Heavy-duty construction with a 20:1 burst pressure 
  for increased user safety Specifi cally designed to 
  resist popcorning and blistering
Applications:  High-pressure steam hose for applications in 
  Petrochemical and Chemical refi neries
Tube:   Smooth, seamless extruded chlorobutyl (CIIR)
Reinforcement:   Multiple high-tensile brass-plated steel wire; braided  
  with brass-plated wire for corrosion resistance and 
  improved adhesion
Cover:   Red EPDM; pin-priced to resist cover blistering
Temperature Ranges: -40˚F to 450˚F
Working Pressure:  250 psi, Minimum Burst Pressure 20:1
Available Sizes:   3/4” and 1” 

A Total Solution

Steam and Hydrocarbon Drain Couplings
Crimping System 

+ 
Steam and 

Hydrocarbon Drain Hose
=

Reliable Solution for Your Steam and 
Hydrocarbon Drain Hose Application

Female Ground Joint, Male Pipe Thread, 
and Flanged fi ttings available

Hoses

Steam Hose
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Chemical Hose

Tank Truck Hose

Chemical Transfer Hose 200 PSI Modifi ed XLPE

Advantages:   Handles a broad range of chemicals
Applications:  Chemical applications in Petrochemical and Chemical 
  refi neries
Tube:   Tan Modifi ed XLPE Liner
Reinforcement:   Spiral-plied synthetic fabric with steel wire helix
Cover:   Corrugated EPDM rubber compound, black
Temperature Ranges: -40˚F to 250˚F*. Can be open-end steam cleaned up 
  to 50 psi (3.5 bar) at 212˚F
Working Pressure:  200 psi, Minimum Burst Pressure 4:1
Available Sizes:   1” through 4”

*Consult your LGG Industrial representative for more information

Goodall® N2700 Kemfl ex Hose

Advantages:  Braided construction is fl exible and resistant to 
  kinking
Applications:  Chemical applications in Petrochemical and Chemical 
  refi neries
Tube:   Clear ultra-high molecular weight polyethylene 
  (UHMWPE)
Reinforcement:   Multiple high-tensile textile braids with dual steel   
  helix wire for added stability and fl exibility
Cover:   Green EPDM
Temperature Ranges: -40˚F to 212˚F*
Working Pressure:  250 psi, Minimum Burst Pressure 4:1
Available Sizes:   1/2” through 4”

*Consult your LGG Industrial representative for more information

150 PSI Tank Truck Hose

Applications:  Suction and delivery hose for fi lling and discharging 
  tanks, petrol tankers and ships with unleaded fuels  
  (EN228:2017) with an aromatic content of 
  components 50% max
  Suitable for industrial oils, diesel oils (EN 590:2017), 
  fuel oils (DIN 51 603 parts 1 - 5) and mineral oil-
  based hydraulic oils
Tube:   Nitrile (NBR); electrically conductive
Reinforcement:   Textile-wrapped construction with a zinc-plated 
  double steel wire helix and two crossed copper wires
Cover:   Black Neoprene (CR); resistant to oil (according to 
  SAE J517:2017)
Temperature Ranges: -40°F to +180°F
Working Pressure:  150 psi, Minimum Burst Pressure 4:1
Available Sizes:   3/4” through 8”

Hoses
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Female Cam & Groove Fixed & Floating Flanges Victaulic GrooveMale Cam & Groove

Goodall® N2804 Elephant Hide LPG Hose

Applications:  Premium LPG transfer hose for demanding conditions
Tube:   Smooth, seamless extruded nitrile (NBR) tube 
Reinforcement:   Multiple high-tensile textile braids
Cover:   Black neoprene (CR). Pin-pricked cover to prevent 
  blistering
Temperature Ranges: -40°F to 180°F
Working Pressure:  350 psi, Minimum Burst Pressure 5:1
Available Sizes:   1” through 2”

LPG Hose

Water Hose

Large Bore Hose Connections

Male NPT Threads

150 PSI Water Suction and Discharge Hose

Applications:  Suction and delivery hose designed for water 
  applications including seawater and wastewater. Also 
  suitable for mud, mild chemicals, and fertilizer solutions  
  across general industrial and agricultural use
Tube:   EPDM
Reinforcement:   Multiple high-tensile textile spiral plies combined 
  with a zinc-plated double steel helix wire provide 
  added stability and fl exibility
Cover:   Black EPDM, resistant to ozone and weather
Temperature Ranges: -22°F to +212°F
Working Pressure:  150 psi, Minimum Burst Pressure 3:1
Available Sizes:   1” through 8”

Goodall® N2737 Black Diamond LPG Hose

Applications:  Hard-wearing transfer hose for LPG, propane, 
  butane, and natural gas. Meets CSA 8.1:15 (Type II). 
  Approved to UL 21 specifi cations
Tube:   Smooth, seamless extruded nitrile (NBR) developed 
  to resist cracking caused by LPG
Reinforcement:   Multiple high-tensile stainless steel wire braids
Cover:   Black neoprene-impregnated polycotton braid. 
  Excellent weather, ozone, petroleum, and oil 
  resistance
Temperature Ranges: -40°F to 200°F 
Working Pressure:  350 psi, Minimum Burst Pressure 5:1
Available Sizes:   13/32” through 1-13/16

Hoses

Water Hose

LPG Hose
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Decoking Hose High-Pressure Decoking Hose

Tube: 		  Nitrile Copolymer – highly oil-resistant 
Reinforcement: 		  Multiple plies of high tensile brass coated steel  
		  cables. The textile carcass is made of multiple plies of  
		  high-tensile synthetic fabric. The cushion layers are  
		  made of Synthetic Copolymer designed to add body  
		  and provide uniform separation of hose elements to  
		  control twist  
Cover: 		  Neoprene Copolymer designed to resist external  
		  environmental elements and effects of abrasion and  
		  cutting commonly found in decoking operations                                   
Suggested Fittings: 		 Flanges are RTJ ANSI Series 1500# or 2500# (or per  
		  customer requirements). All couplings and flanges  
		  are full flow without restrictions (3 ½” I.D.) 
Temperature Ranges:	 -40°F to 176°F (-40°C to 80°C)

Metal Hose One Wire and Two Wire SS Metal Flex Hose

Advantages: 		  Sustainable hose solution with universal chemical  
		  resistance. Non-gas permeable and vibration- 
		  resistant 
Applications:		  Corrugated stainless steel metal hose with braided  
		  stainless steel overbraid hose for extreme  
		  temperature and chemical resistance. Good for high-  
		  pressure applications 
Tube: 		  Formed corrugated tube, 321 or 316L, specialty  
		  materials available upon request 
Cover: 		  Single or Double Braid Stainless Steel 304 overbraid 
Temperature Ranges:	 High temperatures (550°C / 1022°F max) 
Fittings:		  Multiple Coupling Connections. Male pipe, Female  
		  pipe (fixed and swivel), JIC Male and Female, ANSI  
		  Flanges Fixed and Floating 
Available Sizes: 		  ½” through 10”

Hoses

LPG Hose Connections 

Female ACME Coupling Male NPT Threads
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Marine Arms

Gangways

Rail Arms

Swivel Joints

Truck Arms Couplers & Other Accessories

LGG Industrial provides expertise, service, and accessories for all Loading Arm Products.

Loading Arms and Other Products
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Gate Valves

1 In. Gate Valve

Stainless

Flanged End

Class 150

2 In. Gate Valve 600RF12SH

Flanged End

Class 600

3 In. Gate Valve 301RF8

Flanged End

Class 300

Forge Steel Gate Valves

Sizes Available: 0.25-2 in.

Conventional Port

Class 800

Globe Valves

Forge Steel OS&Y  
Globe Valves

Sizes Available: 0.25-2 in.

Class 800

Check Valves

4 In. Check Valve 152RF8

Flanged End

Class 150

Hoses
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2 In. Gate Valve 600RF12SH

Flanged End

Class 600

Forge Steel Gate Valves

Sizes Available: 0.25-2 in.

Conventional Port

Class 800

4 In. Check Valve 152RF8

Flanged End

Class 150

LGG Industrial 
Locations

LGG Industrial offers a complete line of products including:
• Fluid Transfer Solutions
• Fluid Power Hose Solutions
• Material Handling Solutions

LGG Industrial Industries Served:
• Aggregate
• Agriculture
• Chemical
• Food & Beverage
• Grain

• Mining
• OEM
• Oil & Gas
• Power Generation
• Primary Metals

• Pulp & Paper
• Refining & Petrochemical
• Rental
• Tire



lggindustrial.com


